
CONTINUE TO
FLOORS ABOVE

PROVIDE PROPER SEAL
AT WALL PENETRATION
(EXTERIOR "LINKSEAL" TYPE
SHOWN HERE)

APPROVED SUPPORT
BRACKET

THREADED ROD SIZED SUITABLE
TO SUPPORT CALCULATED WEIGHT,
AND THRUST LOADS PER
PROFESSIONAL ENGINEER

TYPICAL FLOOR
SLAB ABOVE

FINISHED FLOOR

PROVIDE POSITIVE
CONNECTION FROM
THREADED BASE PLATE
TO FINISHED FLOOR

THREADED ROD
COUPLING

FOR BUILDINGS OVER TWO STORIES IN HEIGHT
SUPPORT THE STACK AT EACH FLOOR USING
AN APPROVED RISER, OR FRICTION CLAMP

VERTICAL STACK COMPONENTS SHALL BE SUPPORTED AT
SUFFICIENTLY CLOSE INTERVALS TO KEEP THE SYSTEM IN
ALIGNMENT AND TO ADEQUATELY SUPPORT THE WEIGHT OF THE
PIPE AND IT'S CONTENTS.

PROVIDE FIRESTOP PER
LOCAL REQUIRMENTS, OR
REQUIREMENTS OF AOJ

NOTE:
THIS DETAIL REPRESENTS ONE SUGGESTED
MEANS OF BRACING, AND DOES NOT EXCLUDE
OTHER ACCEPTABLE MEANS. ALL BRACING
SHALL BE CALCULATED, AND APPROVED BY A
STRUCTURAL ENGINEER
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CHARL  TTE
PIPE AND FOUNDRY COMPANY

CAST IRON DWV/STORM
  PIPE BASE SUPPORT

NOTICE: THE INFORMATION ON THIS PAGE PROVIDES
GENERAL GUIDELINES. IT SHOULD BE USED ONLY AS A
REFERENCE AND NOT AS A GAURANTEE OF PERFORMANCE.
SPECIFIC INSTALLATION INSTRUCTIONS AND TECHNIQUES
MAY BE REQUIRED AS A RESULT OF LOCAL PLUMBING AND
BUILDING CODES, ENGINEERING SPECIFICATIONS AND
INSTRUCTIONS.
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